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1
DETERMINATION OF UE LOCATION IN A
CELL

CROSS REFERENCE TO RELATED
APPLICATION

This application is a 35 U.S.C. §371 national stage appli-
cation of PCT International Application No. PCT/CN2011/
001740, filed on 19 Oct. 2011, the disclosure and content of
which is incorporated by reference herein in its entirety. The
above-referenced PCT International Application was pub-
lished in the English language as International Publication
No. WO 2013/056394 A1 on 25 Apr. 2013.

TECHNICAL FIELD

The present disclosure relates to determination of the loca-
tion of a user equipment in a cell and in particular to deter-
mining if a user equipment is located in a centre area or an
edge area of a cell.

BACKGROUND

When designing and configuring any cellular or wireless
communication network, several aspects have to be taken into
account. The cellular communication networks of today are
experiencing increasing amount of traffic, posing hard
requirements on the cellular network.

One problem in cellular communication networks is inter-
ference between cells, also called inter-cell interference.
Typically, one cell has a plurality of neighbouring cells. All
these cells cause interference between each other.

One approach to reduce interference between cells is to let
different cells make use of different frequencies compared to
its immediate neighbours. However, such an approach
requires a large spectrum of different frequencies. A cellular
communication network typically has a relatively limited
frequency band to use, hence this approach may not be pos-
sible to implement.

Another approach to reduce or eliminate inter-cell interfer-
ence is to make use of Inter-Cell Interference Coordination,
ICIC. ICIC is introduced into the Long Term Evolution, LTE,
protocol to improve cell edge performance. ICIC divides the
frequency resources in a cell into several parts, typically
between a cell edge area and a cell centre area. Neighbouring
cells are then not allowed to use the same frequencies at their
respective cell edge area.

In order to employ ICIC, the radio base station of the cell
must be able to determine where in the cell the UEs are
located in order to schedule appropriate frequency resources
to the different UEs.

One approach to determine the location of a UE in a cell is
the distance method. In this approach, the cell is approxi-
mated to a circle having a radius R. Then the boundary
between the cell centre and the cell edge is defined as a factor
of'the radius. Typically, the boundary is about (0.7-0.8)R such
that the cell centre area is from 0*R up to say 0.75*R and the
cell edge area is from 0.75*R up to R.

This approach is associated with different problems. The
distance from the cell centre to the UE is difficult to deter-
mine. The distance can be estimated using e.g. a path-loss
shadow fading model but such a model is influenced by many
factors and cannot estimate distances without substantial
computation complexity. Another way to estimate the dis-
tance is using Global Positioning System, GPS. However, this
way lacks compatibility with UEs not being equipped with
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GPS. Further the accuracy of GPS may vary depending on the
environment and may not always be accurate enough in urban
environments.

Another approach to determine the location of a UE in a
cell is the Single Reference Signal Received Power, RSRP,
method. In this approach, the radio base station uses the
RSRP values reported from the UE to determine the location
of the UE. One threshold is defined such that the location of
the UE is determined by the reported RSRP value being above
or below the defined threshold.

Also this approach is associated with some problems. One
problem is if the UE is moving around in the cell such that the
reported RSRP values from the UE are close to the RSRP
threshold value. This might lead to oscillating handovers
between cell edge are and cell centre area. Single RSRP
values may also vary due to the environment and may there-
fore not be reliable.

SUMMARY

It is an object to address at least some of the problems
outlined above. In particular, it is an object to provide a radio
base station and a method therein for determining where in a
cell a UE, being served by the radio base station, is located,
wherein different threshold values are selected for determin-
ing the location of the UE, the threshold being selected
depending on whether the UE is moving towards the cell
centre area or the cell edge area. These objects and others may
be obtained by providing a radio base station and a method in
a radio base station according to the independent claims
attached below.

According to an aspect a method in a radio base station for
determining where in a cell a UE, being served by the radio
base station, is located is provided. The method comprises
receiving at least a first and subsequently a second Reference
Signal Received Power, RSRP, value from the UE; and com-
paring the received first and second RSRP wvalues. The
method further comprises selecting a first threshold value if
the comparison indicates increasing RSRP wvalues corre-
sponding to the UE moving towards a cell-centre area, or
selecting a second threshold value if the comparison indicates
decreasing RSRP values corresponding to the UE moving
towards a cell-edge area. Further, the method comprises
determining whether the UE is located in the cell-centre area
or the cell-edge area using the selected threshold value.

According to an aspect, a radio base station in a commu-
nication network, the radio base station being configured to
determine where in a cell a user equipment, UE, being served
by the radio base station is located, wherein the radio base
station has a coverage area defining the cell is provided. The
radio base station comprises a communication module
adapted to receive at least a first and subsequently a second
RSRP value from the UE. The radio base station further
comprises a comparing module adapted to compare the
received first and second RSRP values. Still further, the radio
base station comprises a selecting module adapted to select a
first threshold value if the comparison indicates increasing
RSRP values corresponding to the UE moving towards a
cell-centre area, or to select a second threshold value if the
comparison indicates decreasing RSRP values corresponding
to the UE moving towards a cell-edge area. The radio base
station also comprises a determining module adapted to
determine whether the UE is located in the cell-centre area or
the cell-edge area using the selected threshold value.

The radio base station and the method therein have several
advantages. One advantage is that the double thresholds more
accurately determine the location of the UE within the cell.
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Another advantage is that complexity among cell configura-
tion may be decreased because of the more accurate determi-
nation of the location of the UE within the cell. A further
advantage is that the double relative thresholds build up a
relationship with neighbouring radio base stations.

BRIEF DESCRIPTION OF DRAWINGS

Embodiments will now be described in more detail in
relation to the accompanying drawings, in which:

FIG. 1a is a flowchart of an embodiment of a method for
determining a location of a UE.

FIG. 15 is a flowchart of an embodiment of a method for
determining a location of a UE.

FIG. 2 is a graph schematically illustrating a ratio between
RSRP values for a serving radio base station and RSRP values
for neighbouring radio base stations over time for two UEs
moving about in the cell.

FIG. 3 is a graph schematically illustrating a ratio between
RSRP values for a serving radio base station and RSRP values
for neighbouring radio base stations over time for one UE
moving about in the cell.

FIG. 4 is a block diagram schematically illustrating an
embodiment of a radio base station adapted to determine a
location of a UE.

DETAILED DESCRIPTION

Briefly described, a radio base station and a method therein
for determining where in a cell a user equipment, UE, being
served by the radio base station is located are provided. The
radio base station may be employed in a wireless communi-
cation system and the radio base station has a coverage area
defining the cell. The cell is virtually divided into a cell centre
area and a cell edge area.

Such an exemplifying method will now be described with
reference to FIG. 1a. FIG. 14 is a flowchart of an embodiment
of'a method for determining a location of a UE within a cell of
a radio base station.

FIG. 1a illustrates the method 100 in a radio base station
for determining where in the cell the UE, being served by the
radio base station, is located, the method comprising receiv-
ing 110aq at least a first and subsequently a second Reference
Signal Received Power, RSRP, value from the UE; and com-
paring 115a the received first and second RSRP values. The
method further comprises selecting 125a a first threshold
value if the comparison indicates increasing RSRP values
corresponding to the UE moving towards a cell-centre area, or
selecting a second threshold value if the comparison indicates
decreasing RSRP values corresponding to the UE moving
towards a cell-edge area. Further, the method comprises
determining 145a whether the UE is located in the cell-centre
area or the cell-edge area using the selected threshold value.

In this example, the radio base station receives 110q a first
RSRP value from the UE at one point in time. Thereafter, the
he radio base station receives a second RSRP value from the
UE at a later point in time as the received first RSRP value.
During the time between the UE reporting the first RSRP
value and reporting the second RSRP value, the UE may have
moved within the cell. In this example, the UE is presumed to
both be moving within the cell and either towards the centre of
the cell or towards the edge of the cell. This will be more
discussed later.

FIG. 15 is also a flowchart of en exemplifying method
according to an embodiment.

FIGS. 1a and 15 illustrate that after the second RSRP value
has been received 1115 by the radio base station, the method
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comprises the radio base station comparing 115a, 1155 the
first and the second RSRP value. If the second RSRP value is
larger than the first RSRP value, the UE is determined to be
moving towards the centre of the cell as the RSRP values are
increasing. Since the RSRP value is a measure of received
signal power by the UE, it is assumed that the larger the value,
the closer the UE is to the cell centre. In the case that the
RSRP values are determined to be increasing, the radio base
station selects 1205 a first threshold value and then compares
1305 the last received RSRP value, i.e. the second received
RSRP wvalue, to the first threshold. If the first threshold is
reached or even exceeded, the radio base station determines
1405 that the UE is located in the cell centre area of the cell.

On the other hand, if the second RSRP value is smaller than
the first RSRP value, the UE is determined to be moving
towards the edge of the cell as the RSRP values are decreas-
ing. In the case that the RSRP values are determined to be
decreasing, the radio base station selects 1505 a second
threshold value and then compares 1605 the last received
RSRP value, i.e. the second received RSRP value, to the
second threshold. If the second threshold is reached or even
exceeded, the radio base station determines 17054 that the UE
is located in the cell edge area of the cell.

The exemplifying method in a radio base station disclosed
above has several advantages. One advantage is that the
double thresholds more accurately determine the location of
the UE within the cell. Another advantage is that complexity
among cell configuration may be decreased because of the
more accurate determination of the location of the UE within
the cell.

According to an embodiment, the frequency resources
available for the UE in the cell are divided between the cell-
centre area and the cell-edge area such that the allocation of a
frequency resource to the UE is dependent on whether the UE
is located in the cell-centre area or in the cell-edge area.

The radio base station typically has certain frequency
resources available to be scheduled to the different UEs being
served by the radio base station. In order to decrease interfer-
ence with other neighbouring cells, the radio base station
divides the available frequency resources between the two
cell areas such that a first part of the available frequency
resources are scheduled to UEs located in the cell centre area
and a second part of the available frequency resources are
scheduled to UEs located in the cell edge area. By coordinat-
ing the frequency resources intended for the cell centre area
and the cell edge area between neighbouring cells, interfer-
ence between neighbouring cells can be reduced.

According to yet an embodiment, the first and second
threshold values are configured by an Operation, Administra-
tion and Maintenance, OAM, node in the communication
network.

The operator of the communication network, or network
provider, typically designs or configures the communication
network on cell level by setting a plurality of different param-
eters and thresholds. The different parameters are then for-
warded to respective nodes within the communication net-
work. The design or configuration of the threshold values is in
this example comprised in an OAM node in the communica-
tion network. By configuring the threshold values in the OAM
node, the network provider can easily adjust or change the
values of the thresholds centrally, by performing the adjust-
ment or change in the OAM node instead of having to locally
adjust or change the values of the thresholds in each radio
base station.

According to still an embodiment, the first and second
threshold values are configured by a network provider
according to requirements of different scenarios.



US 9,301,304 B2

5

The scenario or radio conditions may vary over time, the
number of user equipment in the cell may vary, the amount of
traffic over the air interface may vary and interference from
neighbouring cells may also vary. Due to this variation, the
values of the first and second threshold can be configured by
a network provider so that the values of the thresholds are
chosen to meet different requirements set forth by the difter-
ent scenarios.

According to another embodiment, the method comprises
the radio base station determining a factor, f, which is the ratio
between a received RSRP value of the serving radio base
station and a sum of RSRP values of neighbouring radio base
stations for the UE, wherein the method further comprises
comparing the factor f with the first and second threshold
values in order to determine the location of the UE in the cell.

Turning to FIG. 2, which is a graph schematically illustrat-
ing a ratio between RSRP values for a serving radio base
station and RSRP values for neighbouring radio base stations
over time for two UEs moving about in a cell of a serving
radio base station.

FIG. 2 illustrates two UEs moving about in the cell, UE1
and UE2. UE1 reports decreasing RSRP values or decreasing
ratio between RSRP values for the serving radio base station
and RSRP values for neighbouring radio base stations. This
implies that UE1 is moving towards the cell edge area over
time. UE2 reports increasing RSRP values or increasing ratio
between RSRP values for the serving radio base station and
RSRP values for neighbouring radio base stations. This
implies that UE2 is moving towards the cell centre area over
time.

FIG. 2 further illustrates two thresholds having a respective
threshold value, TH,, and TH;, . The two threshold values are
for example determined by the RSRP reports from UEs of the
serving radio base station with respect to the RSRP values of
the serving radio base station and with respect to RSRP values
of neighbouring radio base stations.

The RSRP values are reported from the UEs to the radio
base station periodically or un-periodically depending on
higher layer configuration.

The radio base station determining a factor, f, which is the
ratio between areceived RSRP value of the serving radio base
station and a sum of RSRP values of neighbouring radio base
stations for the UE. For a UE number i, that is UE,, the
corresponding factor, f; can be expressed as:

RSRP;
"7 X RSRP;

g

M

In equation (1) above, RSRP stands for the RSRP value
received from UE, within the cell, i.e. the serving cell. RSRP,
stands for the RSRP values received from neighbouring radio
base stations. UE number i, that is UE,, reports to the serving
radio base station, both the RSRP value for the serving cell or
radio base station, that is RSRP, and also the RSRP values for
the neighbouring cells or neighbouring radio base stations.

Once the factor f; for UE, has been determined, the radio
base station compares the factor f; with the first and second
threshold values in order to determine the location of the UE,
in the cell. In FIG. 2, the first and second threshold values are
the TH,,and TH;.

According to another embodiment, the method comprises
the radio base station determining a factor, f, which is the ratio
between a received RSRP value of the serving radio base
station and a maximum RSRP value of neighbouring radio
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base stations for the UE, wherein the method further com-
prises comparing the factor f with the first and second thresh-
old values in order to determine the location of the UE in the
cell.

This embodiment is similar to the above described embodi-
ment, the difference is how to determine the factor f, for UE,.
Instead of determining the ratio between a received RSRP
value of the serving radio base station and a sum of RSRP
values of neighbouring radio base stations for the UE, the
ratio between the received RSRP value of the serving radio
base station and a maximum RSRP value of neighbouring
radio base stations for the UE is determined. This can be
expressed as:

RSRP;
argmax{RSRP;, j + i}

2
. @

In equation (2) above, RSRP; stands for the RSRP value of
the serving radio base station received by UE, within the cell,
i.e. the serving radio base station. RSRP; stands for the RSRP
values received, by the UE,, from neighbouring radio base
stations.

Again with reference to FIG. 2, UE1 is moving towards the
cell edge area over time. The UE1 sends measurement reports
comprising RSRP values to the radio base station. In FIG. 2,
UE1 is firstly located in the cell centre area wherein the ratio
or factor f is relatively high. Starting to the left in the figure,
before point A in time, the UE1 travels towards the cell edge
and the received RSRP values are decreasing over time. Com-
paring with the flowchart in FIGS. 1a and 15, the received
RSRP values are decreasing which results in the radio base
station selecting the second threshold, which in FIG. 2 is the
TH, . The radio base station compares the last received RSRP
value, or corresponding ratio/factor, to the threshold value
TH;. Since the threshold value is not reached or exceeded,
UEL1 is determined to be located in the cell centre area.

FIG. 2 illustrates some points in time, A, E and F when the
ratio or factor f'is close to the first threshold, TH,,. This is of
no consequence for the determination of the location of the
UE, since this is not the threshold which the radio base station
has selected. At a later point in time, B, the ratio or factor
reaches the second threshold and then the radio base station
determines that UE1 is located in the cell edge area. However,
in an example, the method comprises the radio base station
storing information within the radio base station that the
non-selected threshold, i.e. the first threshold, has been
reached at point A in time. This will be explained in more
detailed below.

FIG. 2 also illustrates UE2 moving towards the cell centre
area over time. The UE2 sends measurement reports compris-
ing RSRP values to the radio base station. In FIG. 2, UE2 is
firstly located in the cell edge area wherein the ratio or factor
fis relatively low. Starting to the left in the figure, before point
C in time, the UE2 travels towards the cell edge and the
received RSRP values are increasing over time. Comparing
with the flowchart in FIGS. 1a and 15, the received RSRP
values are increasing which results in the radio base station
selecting the first threshold, which in FIG. 2 is the TH,,. The
radio base station compares the last received RSRP value, or
corresponding ratio/factor, to the threshold value TH,,. Since
the threshold value is not reached or exceeded, UE2 is deter-
mined to be located in the cell edge area.

FIG. 2 illustrates a point in time C when the ratio or factor
fis close to the second threshold, TH,. This is of no conse-
quence for the determination of the location of the UE, since
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this is not the threshold which the radio base station has
selected. Atalater point in time, D, the ratio or factor freaches
the first threshold TH,, and then the radio base station deter-
mines that UE2 is located in the cell centre area. However, in
an example, the method comprises the radio base station
storing information within the radio base station that the
non-selected threshold, i.e. the second threshold, has been
reached at point C in time. This will be explained in more
detailed below.

It shall be noted that be the expression that a threshold has
been exceeded is meant that the threshold has been crossed or
passed. In other words, with reference to FIG. 2, for UE1,
when the ratio or factor has exceeded threshold TH,,, then the
ratio or factor is lower than threshold TH,,. Likewise for UE2,
when the ratio or factor has exceeded threshold TH,, then the
ratio or factor is higher than threshold TH,.

Reverting to FIG. 1, according to another embodiment, the
method comprises allocating 180a a frequency resource to
the UE based on the location of the UE.

As was described above, the frequency resources of the cell
are divided between the cell centre are and the cell edge area.
As a consequence, the radio base station allocates or sched-
ules different radio resources to UEs in the cell centre area as
compared to those UEs in the cell edge area. This is illustrated
in FIG. 15 by scheduling or allocating a frequency resource to
the UE in step 1805 which takes place after the radio base
station has determined that the UE is located either in the cell
centre area in step 140qa or that the UE is located in the cell
edge area in step 170a.

FIG. 3 is a graph schematically illustrating a ratio between
RSRP values for a serving cell and RSRP values for neigh-
bouring cells over time for one UE moving about in the cell.

InFIG. 3, the UE starts at a point in time, A, wherein the UE
reports a first received RSRP values. Thereafter, the UE
reports at least a second RSRP value before point B in time.
The radio base station receives the reported RSRP values and
they indicate that the RSRP values are increasing resulting in
that the radio base station selects the first threshold value,
TH,,. It shall be noted that depending on the time elapsed
between point A and B in time, the UE may have reported a
plurality if RSRP values. Comparing with the flowchart of
FIGS. 1a and 15, the RSRP values are increasing, the first
threshold is selected in step 1205 and before point B in time,
the received RSRP values have not reached the threshold
value. As a consequence, the radio base determines that the
UE is located in the cell edge area in step 170. Correspond-
ingly, frequency resources are scheduled or allocated to the
UE accordingly.

Reverting to FIG. 3, at point B in time, the radio base
station receives an RSRP value that is equal to the second
threshold, or the ratio/factor described above reaches the
second threshold. However, this is of no consequence for the
determination of the location of the UE as the radio base
station has selected the first threshold, i.e. TH,, to compare
either the RSRP values against or the above described ratio or
factor f. Therefore, the UE is determined to still be located in
the cell edge area. However, in an example, the method com-
prises the radio base station storing information within the
radio base station that the non-selected first threshold has
been reached at point B in time, for the first time.

FIG. 3 illustrates the RSRP values, or the ratio/factor, fluc-
tuating such that they are sometimes increasing and some-
times decreasing, however they have still not reached the first
threshold value before point F in time, and the UE will be
determined to be located in the cell edge area. Between point
B and point C in time, the RSRP values starts decreasing and
at point C in time, the second threshold is crossed again. In
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this example, the radio base station has stored information
that the first threshold, TH,, has been reached before this
point in time. When determining the location of the UE, the
radio base station deduces from the previously received
RSRP values in conjunction with information that the first
threshold, TH,,, has been reached before this point in time
that the UE may still be moving towards the cell centre area
and the second threshold, TH,, has not yet been reached so the
UE is still located in the cell edge area.

At point F in time, the radio base station receives an RSRP
value that is equal to the first threshold TH,, or the ratio/
factor described above reaches the first threshold. This results
in the radio base station determining that the UE is located in
the cell centre area in step 140 in FIG. 1. Then the radio base
station schedules or allocates frequency resources accord-
ingly, i.e. based on the location of the UE, in step 1805 in FIG.
1b.

After point F in time, the received RSRP values, or the
ratio/factor, start decreasing again. Looking at FIG. 15, the
radio base station will select the second threshold value TH;, .
The radio base station will compare the last received RSRP
value or the ratio/factor with the second threshold and deter-
mine that the second threshold has not been reached, whereby
the radio base station determines that the UE is still located in
the cell centre area. The received RSRP values or the ratio/
factor will even drop below the first threshold, but since the
radio base station has selected the second threshold to com-
pare the last received RSRP value or the ratio to compare to,
this is of no consequence.

From FIG. 3 it can clearly be seen that by having two
separate thresholds to be used for determining where in the
cell the UE is located, frequent and unnecessary “handover”
between the cell centre area and the cell edge area is avoided.
In case only one threshold were used, a UE moving about in
a manner such that the RSRP values would fluctuate around
that one and only threshold would cause the radio base station
to frequently “hand over” the UE between the cell edge area
and the cell centre area. For clarity reasons it is pointed out
that it is not a handover between cells, but since the frequency
resources are divided between the cell edge area and the cell
centre area, the radio base station would frequently have to
schedule different frequency resources to the UE.

Embodiments herein also relates to a radio base station in
a communication network configured to determine where in a
cell a UE being served by the radio base station is located,
wherein the radio base station has a coverage area defining the
cell. Such a radio base station will now be described with
reference to FIG. 4. The radio base station has the same
objects and advantages as the method therein which has been
described above. Theradio base station will only be described
in brief in order to avoid unnecessary repetition.

FIG. 4 illustrates an exemplifying embodiment of a radio
base station for use in a communication network configured
to determine where in a cell a UE being served by the radio
base station is located, the radio base station comprising a
communication module 414 adapted to receive at least a first
and subsequently a second RSRP value from the UE. The
radio base station further comprises a comparing module 417
adapted to compare the received first and second RSRP val-
ues. Still further, the radio base station comprises a selecting
module 415 adapted to select a first threshold value if the
comparison indicates increasing RSRP values corresponding
to the UE 400 moving towards a cell-centre area, or to select
a second threshold value if the comparison indicates decreas-
ing RSRP wvalues corresponding to the UE 400 moving
towards a cell-edge area. The radio base station also com-
prises a determining module 416 adapted to determine
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whether the UE 400 is located in the cell-centre area or the
cell-edge area using the selected threshold value.

FIG. 4 illustrates the radio base station comprising a
receiver arrangement 411 and a transmitting arrangement 412
for communicating with UEs 400 currently being served by
the radio base station 410. The radio base station further
comprises a memory 418 and a processing unit 413. The
processing unit in FIG. 4 is illustrated comprising a plurality
of'modules adapted to perform the different tasks as described
above. Further, the radio base station 410 comprises a sched-
uler 419 adapted to schedule or allocate frequency resources
to the UEs 400. In an example, the memory 418 is used to
store previously received RSRP wvalues, or the above
described factor, f, or ratio. The memory is also used for
storing information whether the received RSRP values or the
factor/ratio has reached the non-selected threshold value as
described above in conjunction with FIG. 3.

According to an embodiment, frequency resources avail-
able for the UE in the cell are divided between the cell-centre
area and the cell-edge area such that the allocation of a fre-
quency resource to the UE 400 is dependent on whether the
UE is located in the cell-centre area or in the cell-edge area.

According to still an embodiment, the first and second
threshold values are configured by an Operation and Mainte-
nance node in the communication network.

According to yet an embodiment, the first and second
threshold values are configured by a network provider
according to requirements of different scenarios.

In an example, the determining module 416 is adapted to
determine a factor, f, which is the ratio between a received
RSRP value of the serving radio base station and a sum of
RSRP values of neighbouring radio base stations for the UE
400, wherein the determining module 416 further is adapted
to compare the factor f with the first and second threshold
values in order to determine the location of the UE 400 in the
cell.

In still an example, the determining module 416 is adapted
to determine a factor, f, which is the ratio between a received
RSRP value of the serving radio base station and a maximum
RSRP value of neighbouring radio base stations for the UE
400, wherein the determining module 416 further is adapted
to compare the factor f with the first and second threshold
values in order to determine the location of the UE 400 in the
cell.

According to an embodiment, the radio base station further
comprises a scheduler 419 adapted to allocate a frequency
resource to the UE.

It should be noted that FIG. 4 merely illustrates various
functional units and modules in the radio base station in a
logical sense. The functions in practice may be implemented
using any suitable software and hardware means/circuits etc.
Thus, the embodiments are generally not limited to the shown
structures of the radio base station and the functional units
and modules. Hence, the previously described exemplary
embodiments may be realised in many ways. For example,
one embodiment includes a computer-readable medium hav-
ing instructions stored thereon that are executable by the
processing unit 413 for performing the method. The instruc-
tions executable by the computing system and stored on the
computer-readable medium perform the method steps of the
present invention as set forth in the claims.

FIG. 4 schematically shows an embodiment of a radio base
station 410 in a cellular communication network. Comprised
in the radio base station 410 are here a processing unit 413,
e.g. with a DSP (Digital Signal Processor). The processing
unit 413 may be a single unit or a plurality of units to perform
different actions of procedures described herein. The radio
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base station 210 may also comprise an input unit for receiving
signals from other entities, and an output unit for providing
signal(s) to other entities. The input unit and the output unit
may be arranged as an integrated entity.

Furthermore, the radio base station 410 comprises at least
one computer program product in the form of a non-volatile
memory, e.g. an EEPROM (Electrically Erasable Program-
mable Read-Only Memory), a flash memory and a hard drive.
The computer program product comprises a computer pro-
gram, which comprises code means, which when executed in
the processing unit 413 in the radio base station 410 causes
the radio base station to perform the actions e.g. of the pro-
cedure described earlier in conjunction with FIG. 1.

The computer program may be configured as a computer
program code structured in computer program modules.
Hence, in an exemplifying embodiment, the code means in
the computer program of the radio base station 410 comprises
a communication module for receiving at least a first and
subsequently a second Reference Signal Received Power,
RSRP, value from the UE. The computer program further
comprises a comparing module for comparing (115) the
received first and second RSRP values. The computer pro-
gram further comprises a selecting module for selecting a first
threshold value if the comparison indicates increasing RSRP
values corresponding to the UE moving towards a cell-centre
area, or selecting a second threshold value if the comparison
indicates decreasing RSRP values corresponding to the UE
moving towards a cell-edge area. Further, the computer pro-
gram further comprises a determining module for determin-
ing whether the UE is located in the cell-centre area or the
cell-edge area using said selected threshold value. Still fur-
ther, the computer program could further comprise a predic-
tion module for predicting a load based on the updated table.
The computer program could further comprise other modules
for providing other desired functionality.

The modules could essentially perform the actions of the
flow illustrated in FIG. 1, to emulate the radio base station
410. In other words, when the different modules are executed
in the processing unit 413, they may correspond to the mod-
ules 414-417 of FIG. 4.

Although the code means in the embodiment disclosed
above in conjunction with FIG. 4 are implemented as com-
puter program modules which when executed in the process-
ing unit causes the radio base station 410 to perform the
actions described above in the conjunction with figures men-
tioned above, at least one of the code means may in alternative
embodiments be implemented at least partly as hardware
circuits.

The processor may be a single CPU (Central processing
unit), but could also comprise two or more processing units.
For example, the processor may include general purpose
microprocessors; instruction set processors and/or related
chips sets and/or special purpose microprocessors such as
ASICs (Application Specific Integrated Circuit). The proces-
sor may also comprise board memory for caching purposes.
The computer program may be carried by a computer pro-
gram product connected to the processor. The computer pro-
gram product may comprise a computer readable medium on
which the computer program is stored. For example, the
computer program product may be a flash memory, a RAM
(Random-access memory) ROM (Read-Only Memory) or an
EEPROM, and the computer program modules described
above could in alternative embodiments be distributed on
different computer program products in the form of memories
within the radio base station.

It is to be understood that the choice of interacting units or
modules, as well as the naming of the units within this dis-
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closure are only for exemplifying purpose, and nodes suitable
to execute any of the methods described above may be con-
figured in a plurality of alternative ways in order to be able to
execute the suggested procedure actions.
It should also be noted that the units or modules described
in this disclosure are to be regarded as logical entities and not
with necessity as separate physical entities
While the embodiments have been described in terms of
several embodiments, it is contemplated that alternatives,
modifications, permutations and equivalents thereof will
become apparent upon reading of the specifications and study
of the drawings. It is therefore intended that the following
appended claims include such alternatives, modifications,
permutations and equivalents as fall within the scope of the
embodiments and defined by the pending claims.
The invention claimed is:
1. A method in a radio base station in a communication
network for determining where in a cell a user equipment,
UE, being served by the radio base station is located, wherein
the radio base station has a coverage area defining the cell, the
method comprising:
receiving at least a first and subsequently a second Refer-
ence Signal Received Power, RSRP, value from the UE,

comparing the received first and second RSRP values,

selecting a first threshold value based on the comparison
indicating increasing RSRP values corresponding to the
UE moving towards a cell-centre area, or selecting a
second threshold value based on the comparison indi-
cating decreasing RSRP values corresponding to the UE
moving towards a cell-edge area,

determining a factor, f, which is the ratio between a

received RSRP value of the radio base station and a sum
of RSRP values of neighbouring radio base stations for
the UE, and

comparing the factor f with said first and second threshold

values in order to determine the location of the UE in the
cell.
2. A method according to claim 1, wherein frequency
resources available for the UE in the cell are divided between
the cell-centre area and the cell-edge area such that the allo-
cation of a frequency resource to the UE is dependent on
whether the UE is located in the cell-centre area or in the
cell-edge area.
3. A method according to claim 1, wherein said first and
second threshold values are configured by an Operation,
Administration and Maintenance, OAM, node in the commu-
nication network.
4. A method according to claim 1, wherein said first and
second threshold values are configured by a network provider
according to requirements of different scenarios.
5. A method according to claim 1, further comprising allo-
cating a frequency resource to the UE based on the location of
the UE.
6. A method in a radio base station in a communication
network for determining where in a cell a user equipment,
UE, being served by the radio base station is located, wherein
the radio base station has a coverage area defining the cell, the
method comprising:
receiving at least a first and subsequently a second Refer-
ence Signal Received Power, RSRP, value from the UE,

comparing the received first and second RSRP values,

selecting a first threshold value based on the comparison
indicating increasing RSRP values corresponding to the
UE moving towards a cell-centre area, or selecting a
second threshold value based on the comparison indi-
cating decreasing RSRP values corresponding to the UE
moving towards a cell-edge area,
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determining a factor, f, which is the ratio between a
received RSRP value of the radio base station and a
maximum RSRP value of neighbouring radio base sta-
tions for the UE, and

comparing the factor f with said first and second threshold
values in order to determine the location of the UE in the
cell.

7. A method according to claim 6, wherein frequency
resources available for the UE in the cell are divided between
the cell-centre area and the cell-edge area such that the allo-
cation of a frequency resource to the UE is dependent on
whether the UE is located in the cell-centre area or in the
cell-edge area.

8. A method according to claim 6, wherein said first and
second threshold values are configured by an Operation,
Administration and Maintenance, OAM, node in the commu-
nication network.

9. A method according to claim 6, wherein said first and
second threshold values are configured by a network provider
according to requirements of different scenarios.

10. A method according to claim 6, further comprising
allocating a frequency resource to the UE based on the loca-
tion of the UE.

11. A radio base station in a communication network con-
figured to determine where in a cell a user equipment, UE,
being served by the radio base station is located, wherein the
radio base station has a coverage area defining the cell, the
radio base station comprising:

a communication module adapted to receive at least a first
and subsequently a second Reference Signal Received
Power, RSRP, value from the UE,

a comparing module adapted to compare the received first
and second RSRP values,

a selecting module adapted to select a first threshold value
based on the comparison indicating increasing RSRP
values corresponding to the UE moving towards a cell-
centre area, or to select a second threshold value based
on the comparison indicating decreasing RSRP values
corresponding to the UE moving towards a cell-edge
area,

a determining module adapted to determine a factor, f,
which is the ratio between a received RSRP value of the
radio base station and a sum of RSRP values of neigh-
bouring radio base stations for the UE, and compare the
factor f with said first and second threshold values in
order to determine the location of the UE in the cell.

12. A radio base station according to claim 11, wherein
frequency resources available for the UE in the cell are
divided between the cell-centre area and the cell-edge area
such that the allocation of a frequency resource to the UE is
dependent on whether the UE is located in the cell-centre area
or in the cell-edge area.

13. A radio base station according to claim 11, wherein said
first and second threshold values are configured by an Opera-
tion, Administration and Maintenance, OAM, node in the
communication network.

14. A radio base station according to claim 11, wherein said
first and second threshold values are configured by a network
provider according to requirements of different scenarios.

15. A radio base station according to claim 11, further
comprising a scheduler adapted to allocate a frequency
resource to the UE based on the location of the UE.

16. A radio base station in a communication network con-
figured to determine where in a cell a user equipment, UE,
being served by the radio base station is located, wherein the
radio base station has a coverage area defining the cell, the
radio base station comprising:
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a communication module adapted to receive at least a first
and subsequently a second Reference Signal Received
Power, RSRP, value from the UE,

a comparing module adapted to compare the received first
and second RSRP values,

a selecting module adapted to select a first threshold value
based on the comparison indicating increasing RSRP
values corresponding to the UE moving towards a cell-
centre area, or to select a second threshold value based
on the comparison indicating decreasing RSRP values
corresponding to the UE moving towards a cell-edge
area,

a determining module adapted to determine a factor, f,
which is the ratio between a received RSRP value of the
radio base station and a maximum RSRP value of neigh-
bouring radio base stations for the UE, and compare the
factor f with said first and second threshold values in
order to determine the location of the UE in the cell.
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17. A radio base station according to claim 16, wherein
frequency resources available for the UE in the cell are
divided between the cell-centre area and the cell-edge area
such that the allocation of a frequency resource to the UE is
dependent on whether the UE is located in the cell-centre area
or in the cell-edge area.

18. A radio base station according to claim 16, wherein said
first and second threshold values are configured by an Opera-
tion, Administration and Maintenance, OAM, node in the
communication network.

19. A radio base station according to claim 16, wherein said
first and second threshold values are configured by a network
provider according to requirements of different scenarios.

20. A radio base station according to claim 16, further
comprising a scheduler adapted to allocate a frequency
resource to the UE based on the location of the UE.

#* #* #* #* #*
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